
Fitting unit for HF 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. Counter flange* 
2. ZMS shutter for HF 
3. Adapter spool 

 
 
 
 

* Example of reference designation: 
 

 
 

- БГРП – Unit for hydraulic fracturing 
- 80  - Port area, mm  
- 70 – Operating pressure, MPa  
- K1 - Corrosion resistance category 

 
 



 

 
 

 

Name of parameter 

65х70 80х70 100х70 65х105 80х105 100х105 

Operating pressure, 
MPa, not more than 70 105 

Port area, mm 65 80 100 65 80 100 

Shutoff device ZMS 65x70 
GRP 

ZMS 80x70 
GRP 

ZMS 100x70 
GRP 

ZMS 
65x105 GRP 

ZMS 
80x105 GRP 

ZMS 
100x105 

GRP 

Pipeline suspension 
thread 

NKT 73 

GOST 633-
80 

NKT 89 

GOST 633-80 

NKT 114 

GOST 633-80 

NKT 73 

GOST 633-
80 

NKT 89 

GOST 633-
80 

NKT 114 

GOST 633-
80 

Connecting dimensions 
of the upper flange 

NKT 73 

GOST 633-
80 

NKT 89 

GOST 633-80 

NKT 114 

GOST 633-80 

NKT 73 

GOST 633-
80 

NKT 89 

GOST 633-
80 

NKT 114 

GOST 633-
80 

Connecting dimensions 
of the lower flange 180х21 

 180х35 

Overall dimensions, 
mm 

(length x width x 
height) 

775х500х
815 

830х500х96
0 

865х500х11
50 

890х500х
690 

800х500х
1025 

900х650х
1250 

Mass, kg, not more 
than 250 350 545 320 570 660 

Warranty life 1 year 


