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1. Counter flange* 
2. ZMS shutter for HF 
3. Adapter spool 
4. Wellhead sealer 

 

 

 

 

 

 

 

 



 

* Example of reference designation: 

 

• АГРП - Fitting for hydraulic fracturing 
• 80 - Port area, mm 
• 70 – Operating pressure, MPa 
• 35 – Annular pressure, MPa 
• ГУ-1 – Sealer type 
• К1 – Corrosion resistance category 

Name of parameter 65х70 80х70 100х70 65х105 80х105 100х105 

Operating pressure, MPa, 
not more than 70 105 

Port area, mm 65 80 100 65 80 100 

Shutoff device ZMS 65x70 
GRP 

ZMS 80x70 
GRP 

ZMS 100x70 GRP ZMS 65x105 GRP ZMS 80x105 GRP ZMS 100x105 
GRP 

Pipeline suspension thread NKT 73 

GOST 633-80 

NKT 89 

GOST 633-80 

NKT 114 

GOST 633-80 

NKT 73 

GOST 633-80 

NKT 89 

GOST 633-80 

NKT 114 

GOST 633-80 

Connecting dimensions of 
the upper flange 

NKT 73 

GOST 633-80 

NKT 89 

GOST 633-80 

NKT 114 

GOST 633-80 

NKT 73 

GOST 633-80 

NKT 89 

GOST 633-80 

NKT 114 

GOST 633-80 

Connecting dimensions of 
the lower flange 180х21 

 180х35 

Overall dimensions, mm 

(length x width x height) 775х500х1065 830х500х1210 865х500х1505 890х500х1040 800х500х1382 900х650х1600 

Mass, kg, not more than 400 500 735 530 780 870 

Warranty life 1  year 


