
Sliding shutters for HF  

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Air valve 

2. Handwheel 

3. Reducer* 

4. Delivery valve 

5. Forged case 

6. Relief fitting 

 

 

 

 

 

 

 

 

                                         With no reducer                                          With a reducer 

 

 



 

*Example of reference designation: 

 

- ЗМС – Steel shutter filled with oil 

- 80 – Port area, mm 

- 70 – Operating pressure, MPa 

- К1 – Corrosion resistance category  

- ГРП – Hydraulic fracture 

 

Designation Port area, mm 

(in) 

Operating 

pressure, MPa 

(psi) 

Overall dimensions 

H L B 

ZMS-65x70 65 (2 9/16) 70 (10000) 775 565 500 

ZMS-65x105 65 (2 9/16) 105 (15000) 750 533 500 

ZMS-80x70 80 (3 1/8) 70 (10000) 830 620 500 

ZMS-80x105 80 (3 1/8) 105 (15000) 900 598 500 

ZMS-80x105 with a 

reducer 80 (3 1/8) 105 (15000) 1150 598 500 

ZMS-100x70 100 (4 1/16) 70 (10000) 950 670 645 

ZMS-100x70 with a 

reducer 100 (4 1/16) 70 (10000) 1200 670 645 

ZMS-100x105 100 (4 1/16) 105 (15000) 960 737 645 

ZMS-100x70 with a 

reducer 100 (4 1/16) 105 (15000) 1210 737 645 


